MONUMENT  RECORD 


STATE  OF  INDIANA  -  COUNTY  OF  MONROE 


Corner  I.D.  # 


Section  Five  ( 5 ) 


,  Township  10  North 


Range  1  West 


Monument  Description  &  Remarks:  _ Set  monument  with  brass  idnr  cap  at  the 

SE  Corner  of  NW  1/4  of  SE  1/4,  7/31/87.  (Hub  found  flush  w/ground  7/25/87.) 
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State  of  Indiana 

County  of  _ Monroe  _  , 

7  t  , 

_ MjL£Lh_cLe.l__KLJ _ Fri  1  ey ,  County  Surveyor  /  hereby  certify 

that  this  document  was  prepared  under  my  direction  in 
accordance  with  the  provisions  of  Section  17-3-64-4 
through  17-3-64-8  of  the  Indiana  Code,  being  Acts  of  1965, 
Chapter  319;  and  the  above  data  is  given  under  my  hand  and 
seal  this  7th  _  day  of  October _ ,  19__2_2_  A.D. 
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5,  T  10  N,  R  1  W  cont.) 


July  21,  1987,  Jim  Allen,  Darrell  Breedlove,  and  I  set  a 


"trial" 


With  brass  cap  at  the  NW  corner,  E%,NW%, 


Davi 


monument 


On  July  24,  1987,  I  reflagged  the  survey  line  of  Bob  Vollmer  along  the  Horace 
Baugh  property.  The  center  of  the  section  had  been  marked  by  a  rebar  (5/8")  ^ 


in  a  pile  of  rocks  in  the  cetner  of  the  stream.  It  was  witnessed  as  follows: 
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Five  steel  fence  posts  were  found  along  the  line  against  Mr.  Baugh.  Three  were 
closest  to  the  center  section  rebar  while  2  SFP  were  found  by  the  old  logging  • 
road  on  top  of  the  ridge.  The  latter  2  SFP  were  found  to  have  been  dug  up,  but 

feuded  acton  hcwO't'r 

seemed  to  be  set  in  the  original  holes  (still  standing).  Also,  the  E  line  of___  75 
the  NW%,  SE%  was  reflagged  and  the  adjustment  was.  4  paces  E  in  254  paces.  Approx. 

of  the  N  line  was  painted  in  and  posted.  The  old  paint  line  still  needs  to 
be  painted  over. 


UJ-cJ! 

David'Vadas,  Timber  Specialist 


On  July  25,  1987,  I  painted  in  approximately  h  of  the  E  line  flagged  in  on  July 
24,  1987  (the  south  %  of  the  E  line  of  NW^,  SEk) .  Also,  the  SE  corner  of  the 


NW*4,  SE%  was  witnessed  as  follows: 


3 


A  5,  T  10  N,  R  1  W  cont.) 


M-M 


,  July  28,  1987,  I  flagged  in  and  painted  the  N  line  of  the  NE^,  SW*s  (Grieco 
property  line).  Wooden  fence  stakes  were  observed  at  points  of  80  paces,  109.5  p, 
and  141.5  p.  E  of  the  NW  corner  (iron  pipe).  The  post  141.5  p.  E  seemed  to  be 
the  point  where  the  Grieco  encroachment  (pasture  fence)  occurred.  The  Grieco 
encroachment  covered  from  pace  141.5  E  to  pace  233.5  E  and  was  about  30'  in 
width  at  pace  233.5.  The  line  was  posted  at  the  fence  stakes  and  on  the  corners. 
The  first  part  of  the  Grieco  fence  appeared  to  be  on  lii 

David  Vadas, 


19.  On  July  31,  1987,  two  Summer  Youth  employees  and  I  set  the  following  monuments 
along  with  brass  IDNR  caps:  The  SW  corner  of  the  Eh,  NW%,  SW%;  The  NE  &  SE 
corners  of  the  NW*s,  SE^;  (all  in  SEC  5).  J  , 

David  Vadas,  Timber  Specialist 


20.  On  August  5,  1987,  while  grading  &  waterbarring  portions  of  the  new  road.  1 
flagged  in  the  following  lines  'following  the  Vollmer  Survey:  N  line  of  SE%, 
SE*3  and  the  N  line  of  the  5  acre  piece  in  the  NE*a,  SE%  all  in  SEC  5.  The  N 
line  of  the  5  acre  piece  evidently  did  not  have  corners  set  from  the  Vollmer 
survey  that  was  completed  in  July,  1987. 


David  VadaS",  Timber  Specialist 


21.  On  August  t>,  1987,  I  painted  in  and  posted  the  following  lines:  N  line  of 
SEh,  SEAs;  N  line  of  NW%,  SEh  (E^);  E  line  of  NW**,  SEh  {Wh) .  The  SW  corner 
of  the  5  acre  piece  in  the  SE  corner  of  the  HEh,  SE%  was  witnessed  as  follows: 


Pk  nail  165°  at  19.60'  to  a  08.90"  WHO 

Pk  nail  217°  at  15.24'  to  a  18.00%  REO 

Pk  nail  263°  at  15.90'  to  a  06.00"  AMB  (sign) 


Hub  flush  with  ground 
11:30  AM,  clear,  85° 


/ 


A 


.ON  5,  T  10  N,  R  1  W  cont.) 


'  M-M) 

green  stakes.  I  then  went  \  mile  to  the  east  to  see  if 
,/iere  was  any  marked  corner  (SE  corner  of  same  k-k)  .  No 
evidence  was  found  there  either.  A  boundary  sign  was  found  in 
the  drainage,  but  was  probably  moved  beihg  far  away  from  the  ■ 
supposed  true  line.  Orange  boundary  paint  was  placed  along  the 
adjusted  line  and  boundary  signs  were  tTlaced  at  turning  corners 

fja^kic 

David  Vadas ,  Timber  Specialist 


On  February  3,  1987,  I  painted  in  the  lines  following:  the  east 
line  of  the  W%,  NE%,  NE%,  SEC  5  and  the  south  line  of  the  W%,  NE% 
NE%,  SEC  5.  Four  rebar  stakes  were  witnessed  as  follows: 


The  NE  corner,  W%,  NE%,  NE% 
10:55  A.M.  Cloudy,  calm  38" 
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Also,  I  used  the  staff  compass  to  find  the  SE  corner,  NE%,  NE% 


by  taking  an  easterly  line  off  the  SE  corner,  W%,  NE%,  NE%. 


Boundary  signs  placed  at  turning  corner^,  and  along  the  road. 

id  Vactas ,  Timber  Specialist 


David 


